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REGULATORY STATEMENTS
Part15, Class B

This device complies with Part 15 of FCC rules. Operation is subject to the following two conditions:

1. This device may not cause harmful interface, and

2. This device must accept any interface received, including interface that may cause undesired operation. This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a residential installation. This equipment generates, uses and can radiate radio frequency energy, and if not installed and used in accordance with the instructions, may cause harmful interference to radio communications. However, there is no guarantee that interference will not occur in a particular installation. If this equipment does cause harmful interference to radio or television reception, which can be determined by turning off and on, the user is encouraged to try to correct the interference by one or more of the following measures:

· Reorient or relocate the receiving antenna.

· Increase the distance between the equipment and receiver.

· Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.

( Changes or modifications not expressly approved by party responsible for compliance could void the user the user authority to operate the equipment.

FCC Part 68 Registration

This device complies with  FCC Part 68 rules, and the use of this device is subject to the following restrictions:

1. The FCC has established rules which permit this device to be directly connected to the telephone network. Standardized jacks are used for these connections. This equipment should not be used on party lines or coin phones.

2. If this device is malfunctioning, it may also be causing harm to   the telephone network; this device should be disconnected until the source of the problem can be determined and until repair has been made. If this is not done, the telephone company may temporarily disconnect service.

3. The telephone company may make changes in it's facilities, equipment, operation and procedures; if such changes affect the compatibility or use of this device, the telephone company is required to give adequate notice of the situation with the FCC.

4. If the telephone company requests information on what equipment is connected to their lines, inform them of:

a. The telephone number to which this unit is connected.

b. The Ringer Equivalence Number (REN).

c. The USOC jack required.

d. The FCC Registration number.

Items (b) and (d) are indicated on the label. The Ringer Equivalence Number (REN) is used to determine how many devices can be connected to your telephone line. In most areas, the sum of the REN's of all the devices on any one line should not exceed 5.0. If too many devices are attached, they may not ring properly.

簡介

本產品HomePNA 內置式PCI網路卡可使用在Windows 98作業系統下，透過卡片上的RJ-11連接端口與現有的電話線連接，如此將可讓多部PC透過一條電話線連結成一個區域網路。. 

在這一個區域網路上，您可以使用『網路芳鄰』的功能來設定印表機以及檔案的分享功能，也可以執行網路連線的電玩遊戲。不需要額外的乙太網路佈線及乙太網路集線器，利用現有的電話線輕輕鬆鬆的連接一個區域網路，而且您的語音電話仍可正常的使用而不受HomePNA的干擾。
功能說明
· 提供一個標準RJ-11電話連接端口，可連接至任一電話插座，可同時上網及使用電話
· 傳輸速率為1Mbps 

· 符合HomePNA 1.0 / 1.1 標準
產品規格

網路規格

· 傳輸介質：電話線最長可達 500英尺 (150公尺)
· 同一條電話線節點數： 至多擴充25個節點

· 數據傳輸頻率： 5.5M 至 9.5M Hz
· 網路架構：掬鏈式(Daisy chain)
主機介面

· 相容於32bit 33Mhz PCI 2.0 / 2.1 / 2.2 
· 相容於PC98 / PC99 及NetPC 
支援驅動程式
· Windows NT 4.0

· Windows 95 

· Windows 98 /Me

· Windows 2000 ready

硬件安裝

安裝前，請確定已關閉PC的電源！

1. 打開PC的機殼 

2. 將 HomePNA 內置式PCI網路卡 插入PC中的 PCI 擴充槽內
3. 固定好HomePNA網路卡
4. 蓋上PC的機殼. 

5. 打開PC的電源 

連接電話線

1. 將電話線的一端RJ-11接頭連接至1M PCI網路卡的RJ-11連接端口 
2. 再將電話線的另一端RJ-11連接至牆壁上的RJ-11電話插座或電話盒  
軟體安裝及設定 (Windows 98)
1. PC作業系統開機之後，Windows 98 會自動偵測到有新硬件加入，並出現如下的對話視窗，要求做硬件設備的安裝或設定，選取【Next】按鈕
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2. 將本產品所附的軟盤放入磁碟機中，系統會詢問您【What do you want Windows to do? 】建議選取【Search for the best driver for your device】；選取【Next】按鈕
3. 依照接下來的對話視窗指示說明，依序完成驅動程式的安裝
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4. 所有必要的安裝程式將會開始逐一自動執行. 
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5. 系統完成安裝程式後，出現如下訊息時，選取【Finish】按鈕
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6. 當系統詢問您是否需要重新開機時，請先選取【No】按鈕
7. 在 Windows 98 桌面上，點選 【開始】按鈕，再點選【設定】項目，執行 【控制台】程式
8. 雙擊【網路】圖示並選取【組態】表單
9. 請先確定下列的網路元件都已經安裝了：

Client for Microsoft Networks


PCI 1M PhoneLine Network Adapter


NetBEUI


TCP/IP
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10. 如果有任一網路元件沒有安裝，請參閱您的系統使用手冊上相關說明或洽經銷商
11. 在【主網路登入】 選項中選取【Client for Microsoft Networks 】
12. 選取【識別資料】 表單，填入使用者的個人資訊. 
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13. 完成所有設定後請記得一定要重新開機 

完成以上步驟之後，您的PC就已經具備上網的功能了。至於其他有關通訊協定的設定，可能會與網際網路服務業者(ISP)的系統有關，如有無法上網的問題請詢問ISP業者。
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